
Annual Module Capacity Globally: 10GW
China: 8GW
Thailand: 2GW
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The specification and key features described in this datasheet may deviate slightly and are not guaranteed. Due to ongoing innovation, R&D enhancement, Suzhou Talesun Solar 

Technologies Co., Ltd. reserves the right to make any adjustment to the information described herein at any time without notice. Please always obtain the most recent version of the 

datasheet which shall be duly incorporated into the binding contract made by the parties governing all transactions related to the purchase and sale of the products described herein.26200901EN

ELECTRICAL PARAMETERS

Performance at STC (Power Tolerance 0 ~ +3%)Maximum Power (Pmax/W)

Operating Voltage (Vmpp/V)

Operating Current (Impp/A)

Open-Circuit Voltage (Voc /V)Short-Circuit Current (Isc/A)

�0�R�G�X�O�H���(�I�I�L�F�L�H�Q�F�\�����P������Performance at NMOTMaximum Power (Pmax/W)

Operating Voltage (Vmpp/V)

Operating Current (Impp/A)

Open-Circuit Voltage (Voc /V)Short-Circuit Current (Isc/A)Electrical characteristics with different rear side power gain (refer to 340W front)5%10%

15%

20%

25%Pmax gain

STC: Irradiance 1000W/m

2

, Cell Temperature 25°C, Air Mass AM125NMOT: Irradiance at 800W/m

2

, Ambient Temperatue 20°C, Air Mass AM125, Wind Speed 1m/s357

375

391

408

405Pmax/V

35.3

35.3

35.3

35.3

35.3Vmpp/V 10.10

10560

11.10

11560

12900Impp/A

41.3

41.3

41.3

41.3

41.3Voc/V

10560

11.10

11560

12920

12970

Isc/A

Monocrystalline

158975*158975mm

120 (6*20)19kg (41283Ibs)

1704*1008*35mm (67.08*39168*1.38inches)

I-V CURVEMECHANICAL SPECIFICATIONCell Type

Cell Dimensions

Cell Arrangement

Weight

Module Dimensions

Junction BoxTUV: 4mm

2 (01006inches2)/UL: 12AWGCable Cross Section Size

Front Glass

No. of Bypass Diodes

Packing Configuration (1)

Frame

3/6

3.2mm (0
13inches) AR Coating Tempered Glass31pcs/carton, 806pcs/40hq

Packing Configuration (2) 31+3pcs/carton, 845pcs/40hq

Anodized Aluminium Alloy

IP68

325

3194

9.45

4047

9.95

18.9

242

3220

7.58

38.1

8
02330

3197

9.51

4049

10401

1922

246

3223

7.63

38.2

8
07335

3520

9.57

41.1

10407

1925

249

3225

7.68

38.4

8.12340

3523

9.63

41.3

10413

1928

253

3227

7673

38.6

8.17345

3526

9.69

41.6

1042

2090

256

3320

7.78

38.9

8.23Portrait 300mm/Landscape 1200mm/CustomizedCable Length

OPERATING CONDITIONS

TECHNICAL DRAWINGSMaximun System Voltage

Operating Temperature

Maximun Series Fuse

Static Loading

Conductivity at Ground

Safety Class

Resistance

Connector

Backside Output Ratio*

1000V/1500V/DC(IEC)-40°C ~ +85°C

20A

Snow Loading:85400Pa/ Wind Loading:82400Pa

≤0.1Ω

II
≥100MΩ

T01/LJQ-3-CSY/MC4/EV02

70%+(+5% ~ -10%)

Temperature Coefficient Pmax
Temperature Coefficient Voc 

Temperature Coefficient Isc
NMOT -0.36%/°C

-0.26%/°C
+04043%/°C

42±2°C

TEMPERATURE COEFFICIENT
MOUNTING HOLEPV-CELL LAMINATE
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